Global Short Circuit Current Ratings

IEC Motor Control Solutions

Global SCCR Solutions:

Motor Starters:

» 3 Component Starter: Motor Circuit Protector +
Contactor + Overload Relay

« 3 Component Starter: Fuse + Contactor +
Overload Relay

« 2 Component Starter: Motor Protection
Circuit Breaker + Contactor

» 2 Component Load-feeder: Molded Case
Circuit Breaker + Contactor

Branch Circuit Protection:
« Fuses
« Circuit Breakers

DOL, Reversing and Star-delta Configurations

Motor Sizes:
+1/2...300 Hp
+0.16...400 kW

Global Voltages:

+380...400V, 50 Hz

« 415V, 50 Hz

« 440V, 50 Hz

+ 460V (480 Line), 60 Hz
« 500V, 50 Hz

«525V,50 Hz

« 575V (600 Line), 60 Hz
- 690V, 50 Hz

Standard Compliance:
- UL 508 Standard and High Fault SCCR
« UL 508 Combination Motor Controllers

« |[EC 60947-4-1 Type 1 and Type 2
short circuit coordination

« UL listing and certification

LISTEN.

THINK.
SOLVE:

Allen-Bradley

MCS Motor Control Family

Overview

Determining the Short Circuit Current
Rating of a complete electrical panel
can be very challenging, especially

if proper considerations are not

made during the initial stages of the
component selection process.

Rockwell Automation has developed
global SCCR Selection Tables for IEC o
Motor Starters based on common BN S e EEET [~
BT ey e | SR
global motor voltages (50/60 Hz) and ]
short circuit current rating fault levels.
These tables provide a One-Line Bill of
Material to quickly select motor starter
components over a wide range of HP
or kW ratings based on common SCCR
application requirements.

In addition, Test Summary Letters

are available that summarize the test
parameters used to cover the applicable
motor starter configuration, motor
voltage and short circuit fault rating.
These Test Summary Letters are based on
compliance to IEC and UL standards, and
are in most cases covered by third party
witness by Underwriters Laboratories
and conducted in Rockwell Automation
accredited test facilities.

SCCR Selection Table & Test Summary Letter

Rockwell
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Global SCCR Selection Tool - NEW!
Access on the Web

www.rockwellautomation.com/go/etools
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Product Calegory

Your Selection

[EC Motor Congrol

Product Farmily

Starter Type

2 Component Starters (MOLor Protecton Crcult Breaker « Contactor)
Mator Voltage

350,400V 50Hz
Circuit Protection Type

T40MMG + 100-5/D
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MCS 2 Component Starter Selection Table*

*
MCS 2 Component Starter Test Summary Letter
Short-circult Coordination [ ]
[l 18
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Cortactor 100, 1004 100-D %
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Mo, 2094351.01-QUAING, FLZS.00 116, R 23.00 129, F 23.00 163; Al 23.00 166; REL.00 210,
R 23.00 212, A 23.00 268, A 23,00 338, A.23.00 353, A 2300 357
Etgsang A Feewsd by:
il okt crrante nocnndng IEC RD067-4-1 Tabis G:1 f i e
e Al s L
AD-RDS cin alsa ba tikan
1 Tustodt at 42 48 shos eioul oument Hans Weichert
Engineeing Supendsol
Pk Hgh Currant Laboratory, Aarau
Rockuvell i
ke ECCR, 13000 07,2013 PH S00V_E5_WFCE Auftomation i e above rederenced test repontis) and is not 1o be repoduced Roclowvell
‘ncap n full wilout wriTee parmisson of Rockwell Auomatian Automation
* SAMPLES ONLY, go to www.rockwellautomation.com/go/etools for current documentation.
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